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T H R E A D I N G  ·  T H R E A D I N G  I N S E R T S

NPT 60° threading inserts
Inserts for NPT 60° taper threads with 1:16 taper, for pipes and sealing fittings to the American standard.

K E Y  D A T A

Product type Turning Inserts

ISO materials  P  steel    M  stainless    S  superalloys  

Operation Special

INNOT grades IT5125 · IT5225 ★
★ recommended

Online page innot-it.com/en/prodotto/filettatura-npt-60

Profile

Range

Profile 60°, 1:16 taper

Pitch range 8 – 27 threads per inch

Type External (E) and internal (I), right-hand (R) and left-hand (L)

Insert size Inscribed circle 6.35 (11), 9.525 (16) and 12.70 mm (22); 3.97 and 4.76 mm for small internal bores

https://www.innot-it.com/en/prodotto/filettatura-npt-60/


T E C H N I C A L  D A T A  S H E E T
NPT 60° threading inserts

INNOT di Giammarco Turati · Via San Ponso 57, 10080 Pertusio (TO) · P.IVA 13269100015
www.innot-it.com · info@innot-it.com · +39 375 786 1361

Updated 10/10/2026
Page 2 of 2

Construction Sintered with chipbreaker, or precision ground (P) for tight tolerances and finish

Typical application Oil & gas, hydraulics, piping and valves.

Available INNOT grades

Grade ISO Coating Composition Application

IT5225 ★ P · M · S  PVD  Multilayer PVD First-choice grade for threading: steels, stainless steels and superalloys, excellent resistance to profile
wear.

IT5125 P · M · S  PVD  Multilayer PVD Tough grade for threading in unstable conditions and interrupted cuts on steels, stainless steels and
superalloys.

★ Recommended grade. On request also CVD grades for steels and cast irons, uncoated carbide for aluminium and cermet for finishing.

Consigli d'uso

Decreasing depth of cut: lighter passes as you approach the thread root.

Flank infeed (modified infeed at 3–5° on the flank) for better chip control and longer insert life.

Scegliere lo spessorino in base all'angolo dell'elica del filetto: fianchi che non strisciano e profilo corretto.

I N N O T  ·  C U T T I N G  T O O L S  F O R  C N C  M A C H I N E  S H O P S

Quote within 30 minutes
Send us the code or the drawing: we reply with price and availability. Free test inserts on
request, 24/48h shipping.
+39 375 786 1361 · info@innot-it.com · www.innot-it.com
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Cutting data are indicative starting values: adjust them to machine, clamping, tool overhang and workpiece material. Data and images may change without notice.


