TECHNICAL DATA SHEET

20xD solid carbide drill

DRILLS - SOLID CARBIDE DRILLS

20xD solid carbide drill

Drill for very deep holes up to 20 times the diameter: double-margin geometry for hole straightness and high-

pressure coolant.

Product type Drills

S ISO materials I steel stainless [[d cast iron
- 0 aluminium  [El superalloys

Online page innot-it.com/en/prodotto/punta-
integrale-20xd

I Technical drawing

Punta integrale in metallo duro 20xD

Fori molto profondi con foro pilota

135° o i g
R e A i " @dhé
refrigerazione interna
Lc lunghezza tagliente Ls gambo
L lunghezza totale
@ 3-14 mm angolo 135° toll. h7 refrigerazione interna INNOT

I Reference dimensions

Drill @ D @ d shank L overall Lc cutting length Ls shank

a3 6 110 70 36

a4 6 136 96 36
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TECHNICAL DATA SHEET

20xD solid carbide drill

Drill @ D @ d shank L overall Lc cutting length Ls shank
a5 6 158 118 36
@6 6 180 140 36
a8 8 223 183 36
@10 10 272 228 40
@12 12 325 275 45
a14 14 367 318 45

Dimensions in mm. All intermediate diameters are available, also to the hundredth (e.g. @6.8 for M8 or @10.2 for M12): shank and lengths follow the diameter range.

I Features

Drilling depth up to 20xD (20 times the diameter)

Diameters @ 3-14 mm, in 0.01 mm steps

Point angle 135° self-centring, double margin

@ D tolerance h7

Shank Cylindrical h6 (DIN 6535 HA); with Weldon flat on request

Coolant Internal, two helical channels

1SO materials P stgels, M stainless steels, K casF irons, N aluminium, S superalloys and titanium, H hardened: rod and
coating are chosen for the material

Construction Standard (deep-hole series) or custom made: lengths, steps, chamfers and angles to drawing

I Consigli d'uso

e Drill a pilot hole 1.5-2xD deep with a short drill of the same diameter.
e Enter the pilot hole at low speed and without coolant, then start the coolant and the working speed.

e Recommended coolant pressure: at least 20 bar (better 40 bar or more beyond 20xD).

I Coatings

All coatings are available on this tool, also in custom versions:

TiN @ TiCN @TIiAIN @AITIN @AICrN @TiSiN @AITiSiIN @AICrSiN CrN ZrN TiB2 @ DLC eta-C
@®CVD diamond Uncoated

Compare coatings and carbide grades -

INNOT - CUTTING TOOLS FOR CNC MACHINE SHOPS

Quote within 30 minutes

Send us the code or the drawing: we reply with price and availability. Free test inserts on
request, 24/48h shipping.
+39 375 786 1361 : info@innot-it.com - www.innot-it.com

Scan to open the online page

Cutting data are indicative starting values: adjust them to machine, clamping, tool overhang and workpiece material. Data and images may change without notice.

INNOT di Giammarco Turati - Via San Ponso 57, 10080 Pertusio (TO) - P.IVA 13269100015 Updated 10/10/2026
www.innot-it.com - info@innot-it.com - +39 375 786 1361 Page 2 of 2



https://www.innot-it.com/en/metallo-duro-e-rivestimenti/

